
MELCO EMT16X
EMBROIDERY MACHINE
INSTRUCTIONS

OPEN DESIGN SHOP

YOU CAN BUY  BLACK OR WHITE EMBROIDERY FABRIC
FROM OUR MATERIAL SHOP.

AND IF YOU HAVE YOUR OWN FABRIC, USE SUPPORT 
MATERIAL UNDERNEATH (FROM MATERIAL SHOP). 



WITH RIGHT CLICK, OPEN HOOP 
MANAGER AND CHOOSE PREFERRED 
HOOP SIZE.

OPTIONS ARE:
ROUND 12CM, 15CM, 18CM
SQUARE 36X30CM 

WITH LEFT CLICK, INSERT HOOP
TO DISPLAY.

OPEN YOUR FILE FROM INSERT.
SUITABLE FILE FORMATS ARE 
EPS, SVG, PNG, JPEG, TIFF, BMP



SCALE YOUR 
IMAGE TO 
PREFERRED SIZE

CENTER THE IMAGE 



THE STICHES CAN BE DISPLAYED 
BY CLICKING “ SHOW STICHES IN 3D”

HERE ARE THE ELEMENTS OF 
THE EMBROIDERY.
THE MACHINE EMBROIDERS 
THE DESIGN IN THIS ORDER. 
YOU CAN ARRANGE COLORS 
TO PREFERRED ORDER 
BY DRAGGING THEM.

CONVERT THE IMAGE TO STICHES BY SELECTING ALL (CTRL+A) 
AND THEN CLICK “GRAPHIC CONVERSION ASSISTANT” 

THEN CLICK 
“AUTO CONVERT”



THIS WINDOW OPENS, CLOSE IT FROM HERE

SEND YOUR WORK TO THE EMBROYDERY 
MACHINE BY CLICKING “LOAD DESIGN”

IF YOU WANT SAVE YOUR JOB, FILE-> 
SAVE AS->WINDOWS(C:)->FABLAB USERS



CHECK COLOURS 
FROM HERE

SOFTWARE CHOOSES AUTOMATICALLY 
THE CLOSEST COLOURS FROM OUR 
THREAD SELECTION. 
IF YOU WANT TO CHANGE THE COLOURS, 
JUST CLICK THE NUMBER AND THEN CLICK 
THE DESIRED THREAD COLOUR.



CHECK THAT 
HOOP SIZE 
IS SAME AS 
IN DESIGN.



SELECT THE MATERIAL THAT BEST CORRESPONDS 
TO THE MATERIAL TO BE SEWN. 
THIS ONE IS GOOD FOR OUR PATCH FABRIC.



HERE ARE ADVANCED SETTINGS, 
IF YOU DON´T KNOW WHAT YOU ARE DOING, 
PLEASE DON´T GO THERE.

THIS IS THE MACHINE SPEED, GOING 
OVER 1000 S.P.M IS NOT RECOMMENTED.



HOOPING THE FABRIC



BEFORE EMBROIDERING,
PRESS THESE BUTTONS 
SIMULTANEOUSLY TO TRACE 
AROUND THE OUTER EDGES 
OF THE DESIGN WITH RED 
LIGHT.

THEN YOU CAN START 
EMBROIDERY 
BY PRESSING 
GREEN BUTTON.

TRACE THE OUTER EDGES



OPEN THIS TO RELEASE 
THE THREAD AND 

REMEMBER TO 
CLOSE IT TOO!!!!
OTHERWISE BIG MESS...

TO OPEN AND CLOSE 
THIS GRABBER BAR, 
PRESS THESE BUTTONS 
SIMULTANEOUSLY.

NOW IT IS EASIER TO PUT 
THE THREAD BACK TO 
THE NEEDLE.

YOU CAN PUT THE END OF 
THE THREAD TO THE 
STRING ABOVE.

THREAD BREAK



CHANGING THE BOBBIN

GRAB AND PULL OUT 
THE BOBBIN CASE

THE THREAD COMES 
OVER THE TOP 
CLOCKWISE

HOLD THE BACK OF 
THE BOBBIN CASE 
AND SLIDE THE NEW 
BOBBIN IN

SLIDE THE THREAD 
THROUGH THE SLOT



SLIDE THE THREAD 
THROUGH THE SLOT

SNAP THE THREAD TO 
THIS HOLE

SLIDE THE THREAD 
AROUND THE PIG TAIL 
FEW TIMES

PUT YOUR THUMB ON 
THE THREAD AND 
INSERT THE BOBBIN 
CASE BACK TO THE 
MACHINE PRESS 
SO THAT YOU HEAR 
A CLICK.

THEN CUT THE 
THREAD TO 5-7 CM


